Normal size of ceramic ferrule for stud welding

Table 1 PF Ceramic Ferrules For Threaded Studs (PD)

02
No PIN D1 | D2(x1) | D3(x1) H1i(=) | H2(x) r:éa_ - 1
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PF10 | 90/00003 | 9.2%s 15 17.8 6.5 45 _ACVNV@—?:
PF12 | 90/00004 | 11195 | 165 e | —= |
PF16 | 90/00005 | 150 20 % 11 7 B -
PF20 | 90/00006 | 186%° | 307 388 | 10 | 1
PF24 | 90/00007 | 224%% @ 307 385 18.5 14
Table 2 UF Ceramic Ferrules For Unthreaded Studs (UD) and Shear Connectors (SD)
No PIN D1 | D2(1) = D3(x1) | Hi(®) H2(®) zf
. UF6 | 90/00008 | 6.2 96 | 15 8.7 47 J
UF8 | 9000009 82 | 1 e e |77 .
UF10 | 9000010 |  10.2 15 17.8 10 5.2 {ﬁ@g i
UF12 | 90/00011 | 122 | 165 20 | 107 | @6 | 03 |
UF13 | 9000012 | 131 20 22.2(26) 11 6.5
UF16 | 90/00013 | 163 | 26 0 | 1B | 85 |
UF19 | 90/00014 | 194 2 308 16.7 12
UF22 | 90100015 | 228 | 307 39 | 186 | 14 |
UF25 | 90/00016 |  26.0 35 | 41 21 16.5 0
D1

Table 3 RF Ceramic Ferrules For Threaded Studs With Reduced Shaft (RD)

No P/N D1 D2(x1) = D3(x1)  H1(=) H2(=)
PF6 | 90/00017 @ 6.2 95 | 122 10 6 |
PF8 | 90/00018 | 82 | 12 53 | 9 | 55

PF10 | 90/00019 & 10.2 15 185 1.5 75

PF12 | 90100020 | 122 | 17 200 e e
PF16 | 90/00021 | 16.3(14) | 20.5(262) 265(325) 15.3(88) 10.8(4.5)
PF20 | 90/00022 | 17.5(20.3) | 26.2(28.5) 2 | 9@ | 515 |

Also we can make according to drawing!Material and color can be according to your requirement!
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